
Closing air damper

PRODUCT DATA SHEET 118603-01
2021-03

ITEM NO. 118038 

• Variable-angle round blade with EPDM 
rubber seal that tightens against inside of 
damper when closed.

Insulated closing damper with motor and spring return, ø200 mm.

Steel closing air damper.

NOBB GTIN Läpimitta Materiaali

118038 57244740 7023671180386 Ø200mm Galvanised steel with EPDM gaskets

Dimensioned Drawing
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Protection rating (in closed position)

nom mm Nm kg
118038 200 100 2,0 2,7 4
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AC100...230V±10%

BLU BRN 230VAC

Wiring diagram

!

CAUTION! 230V connection.

With spring return:

The power supply must be safely disconnected 
before any service work is carried out.

Several motors may be connected in parallel. 
Please note power data.
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Flexit AS

Flexit Sverige AB

Våre produkter er i kontinuerlig utvikling og vi forbeholder oss retten til endringer. 
Vi tar forbehold om eventuelle trykkfeil som måtte oppstå.

Våra produkter utvecklas ständigt och vi förbehåller oss rätten till ändringar. Vi tar inte ansvar 
för eventuella tryckfel som kan uppstå.

Vores produkter udvikles løbende, og vi forbeholder os derfor retten til ændringer. Vi tager 
ligeledes forbehold for eventuelle trykfejl, som måtte forekomme.

Tuotteitamme kehitetään jatkuvasti. Sen vuoksi pidätämme oikeuden muutoksiin. 
Emme myöskään vastaa mahdollisista painovirheistä.

Our products are subject to continuous development and we therefore reserve the right to 
make changes. We also disclaim liability for any printing errors that may occur.




